
Assembly Manual

Prowise Wall Lift



Included

A • VESA mounting plate for mounting a 
Prowise multi-touch screen

 
B • 2 mounting brackets for mounting the 

Prowise multi-touch screen
 • 8 x M8x20 bolts en 8 x M8 washers
 • 2 x M5x8 for securing the Prowise multi-

touch screen to the lift.

C • Liftbase, including:
- Control unit
- Controller
- Power strip

Attention!
Screws / plugs for attatching the lift to the wall / 
baseboard are not included. Type screws / dowels 
depend on the wall / baseboard.

D • Keyboard Tray

8 x 8 x

Only use the supplied materials!

2 x



See back side for required tools
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1. Fix the screen with the 
brackets (B) to the VESA 
plate (A).

2. Secure the screen with the 
supplied screws

3. Bolts to level the lift.

Attach the lift (C) 
to the wall and 
baseboard with the 
appropriate screws / 
plugs.

If necessary, the 
elevator can also be 
mounted in the floor.
Attention! Not with 
underfloor heating!

Attach the keyboard 
tray (D) to the lift (C) 
with the previously 
installed screws.
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Attach the control to the side 
of the Prowise Multi-touch 
screen.

Attach the brackets (B) to 
the Prowise Multi-touch 
screen.
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2 x 2 x M8x20 bolt +
2 x 2 x M8 washer
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4 + 6 + 8 PH2 17

Required Tools

• Allen key 4 + 6 + 8
• Phillips screwdriver PH2
• Ring Wrench 17


